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Sorting instructions for companies
These instructions inform you how to sort the most common types of waste. 

The possibilities for sorting and recycling vary by location.

Sorted biowaste is either composted 
in the property’s own compostor or 
collected for treatment at a plant. 
The compost is utilised in green 
area building, among other things.

The material is recycled as a raw 
material for new plastic products.

Recyclable office paper is taken 
for recycling as a raw material 
for soft paper.

Paper materials destroyed as con� -
dential are recycled as a raw material 
for soft paper. Other con� dential 
materials are treated separately.

Different types of cardboard, � rst 
and foremost coreboard, are 
manufactured from recyclable 
board.

Recyclable metal is used in the 
manufacture of new metal. 
When metal packages are recy-
cled, there is an energy saving
of up to 75–95% compared to 
the use of virgin materials.

Recycled paper is processed in the 
paper industry. The printing inks are re-
moved by washing. The washed mass 
is used to make raw materials for paper.

Fibreglass, glass packages and other 
products are made from recyclable glass.

Energy waste (burnable waste) is used 
to make solid recovered fuel to substi-
tute for fossil fuels in parallel burning 
plants. Carbon dioxide emissions are 
decreased by 50–90%. The sorting 
instructions vary slightly depending on 
the location and the receiving plant.


